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MANUALHeizmann

Rohrbruchsicherung komplett PTI
Clapet parachute PTI complet

APPLICAZIONE:

È uno speciale col lettore che permette i l montaggio in l inea
del la valvola VBA evitando la real izzazione di cavità apposite.
Opzioni disponibi l i Maschio/Femmina e Femmina/Femmina.

NOTECOSTRUTTIVE:

Corpo: acciaio zincato

MONTAGGIOEFUNZIONAMENTO:

Inserire la valvola nel l ' apposita cavità facendo attenzione al
senso di funzionamento.

A RICHIESTA:

Zincature special i - Misure special i .

APPLICATION:

I t is a special cartridge that al low the VRD valve to be mounted
in l ine avoiding the creation of special cavities.
Avai lable options Male / Female and Female / Female.

FEATURES:

Body: zinc-plated

MOUNTINGANDOPERATION:

Insert the valve in the appropriate cavity, paying attention to the
operating sense.

UPONREQUEST:

Special zinc plating - Special sizes.
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Rohrbruchsicherung komplett PTI
Clapet parachute PTI complet

LTIPO / TYPE

VBA/C 1 /4 MF
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TIPO / TYPE

VBA/C 1 /4 FF

VBA/C 3/8 FF

VBA/C 1 /2 FF

VBA/C 3/4 FF

VBA/C 1 " FF

QUOTE / DIMENSIONS
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